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EXISTING SUB-BASE GRANULAR MATERIAL, TYPE A
EXISTING PCE WRAPPED IN FABRIC (VARIOUS LOCATIONS}
EXISTING PIPE UNDERDRAIN
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(3 HOT-MIX ASPHALT SURFACE REMOVAL 3/
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Q 1. CTA TRACKS ARE UNDERGROUND
2. THE CONTRACTOR SHALL MAINTAIN THE EXISTING CROSS SLOPES.
, WESTBOUND X EASTBOUND R 3. THE EXISTING HMA IN THE FLAG OF THE CURB AND GUTTER SHALL
EDGE OF LANE — STA. 872+00 T0 STA. 905400 (SEE NOTE 1. STA. 872400 10 STA. 905+0C (SEE NOTE 1. BE REMOVED AND REPLACED AT NO ADDITIONAL COST. THESE €65TS
oo I I i 99iSy 19 e ES SHALL BE INCLUDED IN THE UNIT PRICES FOR THE VARIOUS MILLING
- STA. 935+ V. 9023 PR ] ) S TA, S A I ERATIONS \ E EDG
STAL 1029430 TO STA. 1045 +60 I-290 PROPOSED TYPICAL SECTION STA. 1029430 TO STA. 1045470 ANJUTEERRFACING OPERATIONS MEASURED TO THE EDGE OF THE
STA. 1058430 T0O STA. 1072+00 STA. 1053400 TO STA. 1072400

4. THE COST OF HAND REMOVAL OF HMA SURFACE AROUND CASTINGS
SHALL BE INCLUDED IN THE COST OF HMA SURFACE REMOVAL OF
THE THICKNESS SPECIFIED.

5. THE CONTRACTOR SHALL PATCH FIRST BEFORE MILLING.
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